
Product4Specifications

Andrew4Solutions
PLU5R5,Rv
Type4N4Male4for4CNTHx554braided4cable

General4Specifications4

Interface4 N4Male

Body4Style4 Straight

Brand4 CNT®

4

Electrical4Specifications4

Operating4Frequency4Band4 54–4v5554MHz

Cable4Impedance4 (54ohm

Connector4Impedance4 (54ohm

RF4Operating4Voltage–4maximum4EvrmsO4 )5)z554V

dc4Test4Voltage4 V(554V

Outer4Contact4Resistance–4maximum4 5zV(4mOhm

Inner4Contact4Resistance–4maximum4 Rz554mOhm

Insulation4Resistance–4minimum4 (5554MOhm

Peak4Power–4maximum4 R5z554kW

Insertion4Loss–4typical4F 5z5(4dB

4

Outline4Drawing4
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Mechanical0Specifications0

Outer0Contact0Plating0 Trimetal

Inner0Contact0Plating0 Silver

Outer0Contact0Attachment0Method0 Clamp

Inner0Contact0Attachment0Method0 Captivated

Interface0Durability0 °220cycles

Interface0Durability0Method0 IEC0+zz+*7z+,*4°

Connector0Retention0Tensile0Force0 LL20N0 |0 (W0lbf

Connector0Retention0Torque0 24°+0N7m0 |0 24Wz0ft0lb

Coupling0Nut0Proof0Torque0 z4(20N7m0 |0 z48°0ft0lb

Coupling0Nut0Proof0Torque0Method0 IEC0+zz+*7z+,*4L4+

Coupling0Nut0Retention0Force0 W°24220N0 |0 z2z4z+0lbf

Coupling0Nut0Retention0Force0Method0 IEC0+zz+*7z+,*4L4zz

0

Dimensions0

Nominal0Size0 24W2°0in

Diameter0 8248°0mm0 |0 24)20in

Length0 L°4W)0mm0 |0 z4W20in

Weight0 L(4°°0g0 |0 242)0lb

Width0 8248°0mm0 |0 24)20in

0

Environmental0Specifications0

Operating0Temperature0 7W20°C0to0N)°0°C0R7W20°F0to0 Nz)°0°FF

Storage0Temperature0 7+°0°C0to0Nz8°0°C0R7)°0°F0to0N 8°(0°FF

Immersion0Depth03 z0m

Immersion0Test0Mating0 Mated

Immersion0Test0Method0 IEC0+2°8*,822z|0IP+)

Mechanical0Shock0Test0Method0 IEC0+22+)7878(

2 z 3 25.2.2013 14:52

www4pewtronic4cz PLU010316



¯limatic3Sequence3Test3Method3 IE¯3–LL–.P/

Gamp3Heat3Steady3State3Test3Method3 IE¯3–LL–.PWPB

Thermal3Shock3Test3Method3 IE¯3–LL–.PWP/(

Vibration3Test3Method3 IE¯3–LL–.PWP–

¯orrosion3Test3Method3 IE¯3–LL–.PWP//

3

Standard3¯onditions3

:ttenuationg3:mbient3Temperature3 WL3°̄ 3 |3 –.3°F

:verage3Powerg3:mbient3Temperature3 (L3°̄ 3 |3 /L( 3°F

:verage3Powerg3Inner3¯onductor3Temperature3 /LL3°̄ 3 |3 W/W3°F

Return3LossRVSWR

Frequency3*and VSWR Return3Loss3°d*|

L–BLLL3MHz /wL) BBwLL

BLLL––LLL3MHz /w/z WWwLL

Regulatory3¯omplianceR¯ertifications

:gency ¯lassification

RoHS3WL//R–)REU ¯ompliant3by3Exemption

¯hina3RoHS3SJRT
//B–(PWLL–

:bove3Maximum3¯oncentration3Value3°M¯V|

ISO35LL/7WLL.
Gesignedg3manufactured3andRor3distributed3under3this3quality3management
system

F3Footnotes

Immersion3Gepth Immersion3at3specified3depth3for3W(3hours

Insertion3Lossg3typical LwL)√¯freq3°GHz|3°not3applicable3for3elliptical3waveguide|
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