
TFLs28zs329sRLHsSpecs

287l01–lTFLl281l32l ProductlandlOrderinglInformation

Design IECl227 wheresapplicable

Conductor
Stranded9stinned9sannealed copper9sIECs6q228s
classs5-sThreesparallelscoresstosformsasflats
conductor-

Insulation
Flamesretardantspolyethylene9sblacksand grey-s

Sheathl
Flamesretardantspolyethylene9sgreys

Ratingsl

ULAlistedvl“CablelTray Use”

Operatinglvoltagel
Maxs6qqsVs

Operatingltemperaturel
Maxs9qsºC9sdrys

Firelresistancel
IECs6q332º3scatsCs
ULsz6859sVerticalsTray

Applicationl

Halogensfree9sflexiblesconnectingscablesforsfixeds
installation-sIntendedsforspowerssupplysofstelecoms
equipment9swherestheresaresrequirementssforslows
inductancesandsgoodstemperaturesresistance-s
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.nTechnicalIdata

HeightIx Width,InomIUmm3I Weight/100mI ResistanceI
PartIno.I Conductors x size ConductorI Insulation Sheath Ukg3I UΩ/km3I

TFL 281n324n 2nx 6nmm²n(10nAWG)n 3,2nxn6,4n 8,1nxn9,4n 17,7n 3,08n

OrderingIInformation

Del.IlengthI Total weightI
PartIno.I Conductors x size Um3I DrumI Ukg3I

TFL 281n324n 2nx 6mm²n(10nAWG)n 750n K6n 142n
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