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Application

Standards

Flame resistance

Construction
Conductor copper wirev barev diameter W4L mm

Insulation Foam3Skin3PP E4O mm

Core identification E4 quadz wh3buv tq3vt
O4 quadz wh3ogv tq3vt
+4 quadz wh3gnv tq3vt
V4 quadz wh3bnv tq3vt

Twisting V cores to the quad

Cable lay up V quads to the bundle

Wrapping PET3foil

Overall screen E x PET3Al3foil h drain wirev tinned h copper braidv tinned

Sheath PVCv B4O mm
greyv RAL DW+O

Symmetrical SDH3Switch Board Cables

8x2x0,6/1.2 09Y(ST)CY, 120 Ohm, PVC, DRAKA
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Electrical properties at Vh°C

Loop resistance vVVzy Kkm ± (z* Kkm

Mutual capacitance ≤ *q nFKkm

Capacitance unbalance at Zhh Hz

K v h ± qhh pFKkm

K )HvV h ± qhh pFKkm

E vV h ± vqhh pFKkm

Characteristic impedance at v MHz vVh ± vV

Test voltage coreKcore ≥ Zhh Vrms

coreKscreen ≥ Zhh Vrms

Insulation resistance ≥ vh G ukm

Electrical data at Vh°C

Frequency

4MHZM

Wttenuation

4dBKkmM

Near end crosstalk

4within the quadM

4dBKvhhmM

Far end crosstalk

4within the quadM

4dBKvhhmM

Screening factor

4dBKkmM

Frequency 4MHzM

v ≤ vy ≥ qh ≥ yh GhH)hh ≥ Zh

Technical data
Product

code

Designation Type Outer

diameter

Weight Standard

delivery

length

Drum size Gross

weight

Copper

content

Tensile

force

mm kgKkm m PWD kg N

vhhGVZZ SHh)YS4StMCY ZxVxhzyKvzV )zV vvq vhhh yqhKVhhK*(h vVVzq (yz* Gyq

8x2x0,6/1.2 09Y(ST)CY, 120 Ohm, PVC, DRAKA

wwwzpewtroniczcz
PLU030152


